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1 Intelli	Touch	oraz	moduły	wykonawcze	eUnit		
	

• Przełączniki	Intelli	Touch	(dotykowych	i	zbliżeniowych)	firmy	Lante	(I-SWT-001),	charakteryzują	się	
modułową	budową	i	umożliwiają	montaż	eleganckich	przełączników	z	wykrywaniem	obecności	na	
małych	gabarytach	jak	profile	aluminiowe,	meble	oraz	ściany	i	ścianki	dowolnych	wymiarów	i	
grubości.	Dodatkową	zaletą	jest	bardzo	wysokie	bezpieczeństwo	użytkowania.	Zasilanie	jest	w	pełni	
izolowane	5-12V.		
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rys	1.	Przełącznik	Intalli	Touch	

	

• Moduły	wykonawcze	I-EUD-001	do	montarzu	na	szynie	DIN	z	dwoma	wyjściami	do	sterowania	
zasilaniem	5V		

	

		 	

rys	2.	Moduł	wykonawczy	eUnit		
	

1.1 Współpraca	z	innymi	urządzeniami	systemu	
W	ramach	systemu	dostarczane	mogą	być	inne	moduły	zgodne/współpracujące:	

• Panele	sterujące	Intelli	Gesture		
• Czynniki	kart	Access	(	Mifare,	NFC	)	
• Moduły	zasilająco	wykonawcze	(	eUnit	)		pozwalające	na	sterowanie	obwodami	

o eUnit	–	2	x	przekaźnik	10A	

eUnit	Mini	–	moduły	puszkowe	1x	przekaźnik	10A	(	do	standardowych	puszek	f60) 
o dimmery	(	wkrótce	)	
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Specyfikacje	urządzeń	dostępne	w	podręcznikach	i	kartach	katalogowych	urządzeń.	

	

2 Schematy	montażowe	i	instalacyjne	systemu	

2.1 Schemat	wyprowadzeń	z	modułów	I-EUD-001	
	

	

	

Rys	1.	Schemat	złącz	

• Niskonapięciowe	
o GND	/	VDD	-	zasilanie	urządzeń	na	magistrali	
o A	/	B	–	magistrala	RS485,	3.3V	

• Wysokonapięciowe	
o L	/	N	–	zasilanie	sieciowe	110/230V	
o L1	/	Nx	–	obwód	sterowania	1,	do	10A,	230V	AC	
o L2	/	Nx	–	obwód	sterowania	2,	do	10A,	230V	AC	
o *obwody	L1	i	L2	mają	wspólną	masę	
o *obwody	L1	i	L2	oraz	Nx	są	niezależne	od	zasilania	i	mogą	sterować	dowolnymi	obwodami,	

AC,	DC	

		

NxL2L N L1

B A Vdd GND

Zasilanie i przekaźniki

Złacza do	paneli –
RS485
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2.2 Schemat	wyprowadzeń	paneli	dotykowych	Touch	(I-SWT-001)	

	

	

2.3 Schemat	montażowy	paneli		z	pojedynczym	modułem	wykonawczym		
• Umożliwia	wysterowanie	do	2	obwodów	z	wielu	miejsc:	przełączniki	standardowe,	schodowe,	

korytarzowe	).		
• Możliwość	pracy	w	wielu	trybach:	zwykły	przełącznik,	czasowe	włączenie,	opóźnienie	włączenia	i	

wyłączenia	
• Możliwość	pracy	w	trybie	„rolet”,	ustalenie	czasu	włączenia	obwodu	1	i	obwodu	2	w	trybie	

wykluczającym	

	

	

	

	

	

Rys	1.	Schemat	montażowy	pojedynczego	wielu	paneli		z	pojedynczym	modułem	wykonawczym	(	do	2	
obwodów	sterowanych	)	 	
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Magistrala	RS485
-Przewód:	skrętka	lub	przewód	
alarmowy	0.5mm2,	4	przewody
-Zasięg:	do	300m	magistrala
-do	100m	gwiazda
-zasilanie	5V	–do	50m	
rekomendowane
-zasilanie	12V	–pełny	zasięg
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Please	Read	Carefully		

	

Information	in	this	document	is	provided	solely	in	connection	with	LANTE	products.	LANTE	reserve	the	right	to	
make	changes,	corrections,	modifications	or	improvements,	to	this	document,	and	the	products	and	services	
described	herein	at	any	time,	without	notice.		

All	LANTE	products	are	sold	pursuant	to	LANTE’s	terms	and	conditions	of	sale.		

Purchasers	are	solely	responsible	for	the	choice,	selection	and	use	of	the	LANTE	products	and	services	described	
herein,	and	LANTE	assumes	no	liability	whatsoever	relating	to	the	choice,	selection	or	use	of	the	LANTE	products	
and	services	described	herein.		

No	license,	express	or	implied,	by	estoppel	or	otherwise,	to	any	intellectual	property	rights	is	granted	under	this	
document.	If	any	part	of	this	document	refers	to	any	third	party	products	or	services	it	shall	not	be	deemed	a	
license	grant	by	LANTE	for	the	use	of	such	third	party	products	or	services,	or	any	intellectual	property	contained	
therein	or	considered	as	a	warranty	covering	the	use	in	any	manner	whatsoever	of	such	third	party	products	or	
services	or	any	intellectual	property	contained	therein.		

UNLESS OTHERWISE SET FORTH IN LANTE’S TERMS AND CONDITIONS OF SALE LANTE 
DISCLAIMS ANY EXPRESS OR IMPLIED WARRANTY WITH RESPECT TO THE USE AND/OR SALE 
OF LANTE PRODUCTS INCLUDING WITHOUT LIMITATION IMPLIED WARRANTIES OF 
MERCHANTABILITY, FITNESS FOR A PARTICULAR PURPOSE (AND THEIR EQUIVALENTS UNDER 
THE LAWS OF ANY JURISDICTION), OR INFRINGEMENT OF ANY PATENT, COPYRIGHT OR OTHER 
INTELLECTUAL PROPERTY RIGHT.  

UNLESS EXPRESSLY APPROVED IN WRITING BY AUTHORIZED LANTE REPRESENTATIVES, 
LANTE PRODUCTS ARE NOT RECOMMENDED, AUTHORIZED OR WARRANTED FOR USE IN 
MILITARY, AIR CRAFT, SPACE, LIFE SAVING, OR LIFE SUSTAINING APPLICATIONS, NOR IN 
PRODUCTS OR SYSTEMS WHERE FAILURE OR MALFUNCTION MAY RESULT IN PERSONAL 
INJURY,DEATH, OR SEVERE PROPERTY OR ENVIRONMENTAL DAMAGE. LANTE PRODUCTS 
WHICH ARE NOT SPECIFIED AS "AUTOMOTIVEGRADE" MAY ONLY BE USED IN AUTOMOTIVE 
APPLICATIONS AT USER’S OWN RISK.  

Resale	of	LANTE	products	with	provisions	different	from	the	statements	and/or	technical	features	set	forth	in	
this	document	shall	immediately	void	any	warranty	granted	by	LANTE	for	the	LANTE	product	or	service	described	
herein	and	shall	not	create	or	extend	in	any	manner	whatsoever,	any	liability	of	LANTE.		

LANTE	and	the	Intelli	logo	are	trademarks	or	registered	trademarks	of	LANTE	in	various	countries. 	

Information	in	this	document	supersedes	and	replaces	all	information	previously	supplied. 	

The	Intelli	logo	is	a	registered	trademark	of	LANTE.	All	other	names	are	the	property	of	their	respective	owners.		

©	2018	LANTE	-	All	rights	reserved LANTE	
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